
 

Technical details 

Capacity 
Travel height 
Door width 
Door height 
Speed 
Number of stops 
No. of entrances 
Car groups 
Door types 
Floor to floor height 
Pit depth 

480kg and 630kg 
Max. 30m 
800 or 900mm 
2000 or 2100mm 
1 m/s 
Up to 10 
1 (no dual side opening) 
1 
2 panels, center opening doors 
min. 2500 - max. 4000mm 
min. 150 mm 

Wall opening height for the door 
Wall opening width for the door 
Landing door height 
Landing door width 
Dry wall front (included and installed by Schindler) 

Landing operating panel 
Car load: 
480kg / 6 people 

Cabin Dimensions Landing door Wall opening height Wall opening width Hoistway Hoistway Hoistway 
width x depth width x height for the door for the door depth width headroom 

800 mm x 2000 mm 2250 mm - 2975 mm* 
min. 2400 mm1000 mm x 1300 mm 1750 mm - 1950 mm* 1500 mm - 1700 mm* 1500 mm - 1950 mm* 

800 mm x 2100 mm 2350 mm - 2975 mm* 

Car load: 
630kg / 8 people 

Cabin Dimensions 
width x depth 

1100 mm x 1400 mm 

1100 mm x 1400 mm 

Landing door Wall opening height 
width x height for the door 

800 mm x 2000 mm 2250 mm - 2975 mm* 
800 mm x 2100 mm 2350 mm - 2975 mm* 

900 mm x 2000 mm 2250 mm - 2975 mm* 
900 mm x 2100 mm 2350 mm - 2975 mm* 

Wall opening width Hoistway Hoistway Hoistway 
for the door depth width headroom 

1750 mm - 1950 mm* min. 1550 mm min. 1550 mm min. 2400 mm 

1950 mm* min. 1550 mm min. 1550 mm min. 2400 mm 

*dimensions based on +/- 25 mm building tolerance 
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